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       N-Channel Enhancement Mode Field Effect Transistor   
 

Product Summary 
● VDS                                             100V 
● ID                                                340A 
● RDS(ON)( at VGS=10V)                �Ø1.7mΩ 
● 100% EAS Tested 
● 100% �¬VDS Tested 
● ESD Level(HBM)                       H3A 

 T

A ���- ,VGS=10V 

ID 

- 34 

A 

TA=100�- ,VGS=10V - 24 

Continuous Drain Current (Note 1,3) Steady-State 
TC=25�- ,VGS=10V,Chip limitation - 340 

TC=100�- ,VGS=10V - 240 

Pulsed Drain Current  TC=25�- ,tp≤10µs IDM - 1360 

Maximum Body-Diode Continuous Current  TC=25�-  IS  285 

=25�-

G

=25Ω, L=5mH, IAS=33A EAS - 2722.5 mJ 

Total Power Dissipation (Note 1,2) Steady-State 
TA=25�-   

PD 
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■ Electrical Characteristics 

Parameter Symbol Conditions Min Typ Max Units 

Static Parameter 

Drain-Source Breakdown Voltage BVDSS VGS=0V,ID=1mA,Tj=25�-  100 - - V 

Zero Gate Voltage Drain Current IDSS 

VDS=80V,VGS=0V,Tj=25�-  - - 1 

μA 

VDS=80V,VGS=0V,Tj=125�-  - - 100 

Gate-Source Leakage Current IGSS VGS=±20V,VDS=0V,Tj=25�-  - - ±100 nA 

Gate Threshold Voltage VGS(th) VDS=VGS,ID=250μA,Tj=25�-  2 2.6 4 V 

Static Drain-Source On-Resistance RDS(ON) VGS=10V,ID=20A,Tj=25�-  - 1.2 1.7 mΩ 

Diode Forward Voltage VSD IS=20A,VGS=0V,Tj=25�-  - 0.75 1.2 V 

Gate Resistance RG f=1MHz,Tj=25�-  - 1.45 - Ω 

Dynamic Parameters 

Input Capacitance Ciss 

VDS=50V,VGS=0V,f=1MHz,Tj=25�-  

- 10700 - 

pF Output Capacitance Coss - 2010 - 

Reverse Transfer Capacitance Crss - 35 - 

Switching Parameters 

Total Gate Charge Qg 

VGS=10V,VDS=50V,ID=30A,Tj=25�-  

- 166 - 

nC Gate-Source Charge Qgs - 34 - 

Gate-Drain Charge Qgd - 49 - 

Reverse Recovery Charge Qrr IF=30A,di/dt=100A/μs,VGS=0V,VR=50V,

Tj=25�-  

- 167 - nC 

Reverse Recovery Time trr - 92 - ns 

Turn-on Delay Time tD(on) 

VGS=10V,VDS=50V,ID=30A,RGEN=4.5Ω,

Tj=25�-  

- 30 - 

ns 

Turn-on Rise Time tr - 65 - 

Turn-off Delay Time tD(off) - 121 - 

Turn-off Fall Time tf - 107 - 

 
Note�Ö 

1. The entire application environment impacts the thermal resistance values shown, they are not constants and are only valid for the particular 
conditions noted. 

2. The value of RθJA is measured with the device mounted on the 40mm*40mm*1.1mm single layer FR-4 PCB board with 1 in2 pad of 2oz. Copper, 

in the still air environment with TA=25�- .The maximum allowed junction temperature of 175�- . The value in any given application depends on the 
user's specific board design. 

3. Thermal resistance from junction to soldering point (on the exposed drain pad). 
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Figure D.  Diode Recovery Test Circuit & Waveform 
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■ Marking Information 
 
 

  
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Note�Ö 
1. All marking is at middle of the product body 
2. All marking is in laser printing   
3. YJTL1D7G10M is marking code, YYWW is date code, “YY” is year, “WW” is week 
4. Body color: Black 

Date Code YJ Logo 

Marking code Pin1 
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Disclaimer 
 

The information presented in this document is for reference only. Yangzhou Yangjie Electronic Technology Co., Ltd. reserves the 
right to make changes without notice for the specification of the products displayed herein to improve reliability, function or design or 
otherwise.   
  
The product listed herein is designed to be used with automotive electronics,are not designe


